
Super Jet Reel and Crawler
are optional equipment.

Silent Piler

Power Pack

Reaction Stand

Machine Specifications

U Profile
500, 525, 600 mm

Max. Installation Force    1 500 kN
Max. Extraction Force    1 600 kN
Stroke    800 mm
Pressing-in Speed    1.4 - 22.7 m/min
Drawing-out Speed    2.2 - 17.6 m/min
Operation    Radio Control
Movement    Self-moving
             Silent Piler   9 400 kg
             Super Jet Reel      620 kg (Optional)
Total Weight    10 020 kg

Engine Unit Type    EU 200
Power Source    Diesel Engine
Rated Output    147 kW (200 PS)
Fuel Tank     350 L
Hydraulic Oil     550 L
Noise Level at 7m 69 dB (A)
Weight    4 900 kg
Crawler Type GT1 (Optional)
Crawler Operation Remote Control
Power Source 2 Pumps x 2 Motors
Moving Speed 1.4 km/h
Weight 1 000 kg
Total Weight 5 900 kg

Weight     2 000 kg

Power Pack

Reaction Stand

*  Specifications are subject to alteration without prior notice. 

For further information on The Giken Silent Piler, please consult your nearest Giken office ;

U. S. A  Giken America Corporation  Tel. +1-407-380-3232  Fax +1-407-380-9411

The Netherlands  Giken Europe B.V.  Head Office  Tel. +31-(0)36-532-8128  Fax +31-(0)36-532-7477

U. K.  Giken Europe B.V.  London Office  Tel. +44-(0)20-8461-6620  Fax +44-(0)20-8461-6621

Germany  Giken Europe B.V.  Berlin Office  Tel. +49-(0)30-4702-3380  Fax +49-(0)30-4702-3382

Singapore  Giken Seisakusho Asia Pte., Ltd.  Tel. +65-863-0330  Fax +65-863-1141

Japan  Giken Seisakusho Co., Ltd.  Tel. +81-(0)3-3528-1630  Fax +81-(0)3-3527-6055
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